DESIGN CRITERIA AND ASSUMPTIONS:
1. NO EXCEPTIONS TO CITY STANDARDS OR OTHER REGULATORY REQUIREMENTS WERE TAKEN DURING THE DESIGN OF THIS PROJECT.
2. WATER QUALITY TREATMENT AND DETENTION ARE NOT REQUIRED FOR THIS PROJECT PER THE CURRENT STORMWATER MANAGEMENT MANUAL.
3. NO ENVIRONMENTAL ZONES EXIST WITHIN THE PROJECT BOUNDARY.
4. DESIGN IS BASED ON THE HYDRAULIC MODELING REPORT DATED <MONTH> <YEAR>.
5. ENVIRONMENTAL ZONES EXIST WITHIN THE PROJECT BOUNDARY. NO WORK ALLOWED EXCEPT WHAT IS AUTHORIZED.
6. STORMWATER FACILITIES SIZED BASED ON STORMWATER MANAGEMENT MANUAL REQUIREMENTS AND DESIGN EXCEPTIONS.
7. STORMWATER NARRATIVE; SUMMARIZE ANY OF THE DESIGN ASSUMPTIONS AND SERVICE LEVELS IN THIS SECTION. IF THERE IS A DESIGN REPORT, PLEASE REFERENCE IT HERE. FOR STORMWATER FACILITIES, DOCUMENT THE CATCHMENT AREA AND RUNOFF COEFFICIENTS AND/OR PEAK FLOW RATES (FOR MANUFACTURED TREATMENT) IF LESS THAN 5 FACILITIES OR CAPTURED IN ONE STATEMENT.

DESIGN EXCEPTIONS TO CITY STANDARDS OR OTHER REGULATORY REQUIREMENTS THAT WERE TAKEN DURING THE DESIGN OF THIS PROJECT:
· WHERE PROPOSED 8-INCH OR 10-INCH DIAMETER SEWER MAINS ARE BEING CONSTRUCTED INSTEAD OF 12-INCH DIAMETER SEWER MAINS, FUTURE CONDITION DESIGN FLOWS ARE CONVEYED WITHOUT SURCHARGE AND A LARGER PIPE IS NOT NECESSARY.
· NOT ALL TERMINAL CLEANOUTS USED ON 8-INCH DIAMETER PIPE MEET THE SEWER DESIGN MANUAL REQUIREMENTS OF 100 FEET OF PIPE OR LESS.
· THIS PROJECT USES A FLAT TOP MAINTENANCE HOLE INSTEAD OF STANDARD MAINTENANCE HOLE WITH A CONE.
· INSIDE DROP ASSEMBLIES LARGER THAN 12 INCHES (SHEETS CXX & CXX) DUE TO MAINTENANCE HOLE DEPTHS GREATHER THAN 20 FEET.

