GENERAL NOTES:

1.	EXISTING GRADES SHOWN ON PROFILES ARE TAKEN ALONG THE CENTERLINE STATIONED ALIGNMENT OF MAIN SEWER PIPE, ELEVATIONS PROVIDED BY THE CITY OF PORTLAND. CONTRACTOR SHALL FIELD VERIFY ALL ELEVATIONS AND SLOPES.

2.	ALL UTILITIES AND SERVICE LATERALS SHOWN ON PLANS ARE AT APPROXIMATE LOCATIONS ONLY AND MUST BE VERIFIED BY THE CONTRACTOR IN THE FIELD PRIOR TO CONSTRUCTION.

3.	NOT ALL WATER AND GAS SERVICE LATERALS ARE SHOWN ON PLANS.

4.	ALL MANHOLES SHALL BE 48" PRECAST CONCRETE PER STANDARD DRAWINGS P-150, P-151 & P-152 WITH MANHOLE STEPS PER STANDARD DETAIL P-168 UNLESS OTHERWISE NOTED.

5.	RECONSTRUCT SEWER SERVICE LATERALS TO CURB LINE UNLESS OTHERWISE DIRECTED BY ENGINEER. SERVICE LATERAL CONNECTIONS SHALL BE REESTABLISHED ON THE NEW MAIN SEWER LINE, UNLESS DIRECTED OTHERWISE BY THE ENGINEER.

6.	RECONSTRUCTED SEWER LATERALS SHALL BE 6-INCH PVC, SDR-35 AT 2% SLOPE (MINIMUM) UNLESS OTHERWISE APPROVED BY THE ENGINEER.

7.	RECONNECT EXISTING INLETS OR CATCH BASINS LEADS, UNLESS SHOWN OTHERWISE ON THE PLANS OR DIRECTED BY THE ENGINEER.

8.	ALL INLETS AND INLET PIPING SHALL BE PER STANDARD DETAIL P-200 AND 10" HDPE SDR-26 OR 10" PVC DR-35, UNLESS OTHERWISE NOTED ON PLANS.

[bookmark: _GoBack]9.	CONTRACTOR TO PROVIDE SUPPORTS TO UTILITIES AS NEEDED TO PROTECT IN PLACE.
