RECTANGULAR RAPID FLASH BEACON
(AC POWERED) POLE ASSEMBLY DETAIL
(WITH CONTROLLER AND SERVICE CABINET)

METALLIC POLE CAP
3/8" STAINLESS STEEL "U" BOLT
POLE MOUNT PRRFB CONTROL CABINET 19"H X 10"W X 6"D

W11-2 PEDESTRIAN CROSSING SIGN
30" X 36" FOR SINGLE LANE
36" X 36" FOR MULTI LANE
STAINLESS STEEL CLAMP & BRACKET
RAPID FLASHING BAR CLEAR LENSES
WAMBER LEDS, BAR AND HARDWARE
29"W X 4" H X 1.5" D
STAINLESS STEEL CLAMP & BRACKET
24" X 12" W16-7P/S1105 (L) AND S1105 (R)
SUPPLEMENTAL ARROW PLAQUE
UNMETERED SERVICE CABINET
PEDESTRIAN AUDIBLE PUSH BUTTON
WITH STD. SIGN INSTALLATION
PER STD. DRG P-620
ROUND 11 GAUGE ASTM A595 GR A SHAFT
SHAFT TAPERED 0.14 INCHES PER FOOT
FRANGIBLE BASE SEE STD. DRG. P-608

FRANGIBLE BASE FOOTING
DEPTH TO BE DETERMINED BY CITY
SEE STD. DRG. P-608

LEFT VIEW
FRONT VIEW

The selection and use of this Standard Drawing, while designed in accordance with generally accepted engineering principles and practices, is the sole responsibility of the user.