BOLT CIRCLE TO MATCH POLE BASE PLATE

GROUND ROD:
G1. MINIMUM 3" EXPOSURE AT TOP OF FOUNDATION, WITHIN BOLT CIRCLE. GROUND ROD TO BE INSTALLED AVOIDING UNDERGROUND OBSTRUCTIONS.
G2. GROUND ROD SHALL BE MINIMUM 0.625" DIA. X 8' LONG, COPPERCLAD.

CONDUIT:
C1. CONDUIT SHALL BE RGS IN CONCRETE WITH 6" MINIMUM STUB-OUT
C2. SERVICE AND FEED CONDUITS SHALL BE RGS OR PVC, AS REQUIRED.
C3. STUB UP TO WITHIN 4" FROM HAND HOLE.

THREADED ANCHOR BOLTS
(4) ASTM F1554 GR 36 ANCHOR BOLTS PER STD. SPECS WITH 33" EMBEDMENT

ELEVATION VIEW
SPECIAL SPREAD FOOTING FOR ORNAMENTAL POLES

GROUND ROD:
G1. MINIMUM 3" EXPOSURE AT TOP OF FOUNDATION, WITHIN BOLT CIRCLE. GROUND ROD TO BE INSTALLED AVOIDING UNDERGROUND OBSTRUCTIONS.
G2. GROUND ROD SHALL BE MINIMUM 0.625" DIA. X 8' LONG, COPPERCLAD.

CONDUIT:
C1. CONDUIT SHALL BE RGS IN CONCRETE WITH 6" MINIMUM STUB-OUT
C2. SERVICE AND FEED CONDUITS SHALL BE RGS OR PVC, AS REQUIRED.
C3. STUB UP TO WITHIN 4" FROM HAND HOLE.

THREADED ANCHOR BOLTS
(4) ASTM F1554 GR 36 ANCHOR BOLTS PER STD. SPECS WITH 33" EMBEDMENT

ELEVATION VIEW
SPECIAL SPREAD FOOTING FOR ORNAMENTAL POLES

GROUND ROD:
G1. MINIMUM 3" EXPOSURE AT TOP OF FOUNDATION, WITHIN BOLT CIRCLE. GROUND ROD TO BE INSTALLED AVOIDING UNDERGROUND OBSTRUCTIONS.
G2. GROUND ROD SHALL BE MINIMUM 0.625" DIA. X 8' LONG, COPPERCLAD.

CONDUIT:
C1. CONDUIT SHALL BE RGS IN CONCRETE WITH 6" MINIMUM STUB-OUT
C2. SERVICE AND FEED CONDUITS SHALL BE RGS OR PVC, AS REQUIRED.
C3. STUB UP TO WITHIN 4" FROM HAND HOLE.

THREADED ANCHOR BOLTS
(4) ASTM F1554 GR 36 ANCHOR BOLTS PER STD. SPECS WITH 33" EMBEDMENT

ELEVATION VIEW
SPECIAL SPREAD FOOTING FOR ORNAMENTAL POLES

GROUND ROD:
G1. MINIMUM 3" EXPOSURE AT TOP OF FOUNDATION, WITHIN BOLT CIRCLE. GROUND ROD TO BE INSTALLED AVOIDING UNDERGROUND OBSTRUCTIONS.
G2. GROUND ROD SHALL BE MINIMUM 0.625" DIA. X 8' LONG, COPPERCLAD.

CONDUIT:
C1. CONDUIT SHALL BE RGS IN CONCRETE WITH 6" MINIMUM STUB-OUT
C2. SERVICE AND FEED CONDUITS SHALL BE RGS OR PVC, AS REQUIRED.
C3. STUB UP TO WITHIN 4" FROM HAND HOLE.

THREADED ANCHOR BOLTS
(4) ASTM F1554 GR 36 ANCHOR BOLTS PER STD. SPECS WITH 33" EMBEDMENT

ELEVATION VIEW
SPECIAL SPREAD FOOTING FOR ORNAMENTAL POLES

GROUND ROD:
G1. MINIMUM 3" EXPOSURE AT TOP OF FOUNDATION, WITHIN BOLT CIRCLE. GROUND ROD TO BE INSTALLED AVOIDING UNDERGROUND OBSTRUCTIONS.
G2. GROUND ROD SHALL BE MINIMUM 0.625" DIA. X 8' LONG, COPPERCLAD.

CONDUIT:
C1. CONDUIT SHALL BE RGS IN CONCRETE WITH 6" MINIMUM STUB-OUT
C2. SERVICE AND FEED CONDUITS SHALL BE RGS OR PVC, AS REQUIRED.
C3. STUB UP TO WITHIN 4" FROM HAND HOLE.

THREADED ANCHOR BOLTS
(4) ASTM F1554 GR 36 ANCHOR BOLTS PER STD. SPECS WITH 33" EMBEDMENT

ELEVATION VIEW
SPECIAL SPREAD FOOTING FOR ORNAMENTAL POLES

GROUND ROD:
G1. MINIMUM 3" EXPOSURE AT TOP OF FOUNDATION, WITHIN BOLT CIRCLE. GROUND ROD TO BE INSTALLED AVOIDING UNDERGROUND OBSTRUCTIONS.
G2. GROUND ROD SHALL BE MINIMUM 0.625" DIA. X 8' LONG, COPPERCLAD.

CONDUIT:
C1. CONDUIT SHALL BE RGS IN CONCRETE WITH 6" MINIMUM STUB-OUT
C2. SERVICE AND FEED CONDUITS SHALL BE RGS OR PVC, AS REQUIRED.
C3. STUB UP TO WITHIN 4" FROM HAND HOLE.

THREADED ANCHOR BOLTS
(4) ASTM F1554 GR 36 ANCHOR BOLTS PER STD. SPECS WITH 33" EMBEDMENT

ELEVATION VIEW
SPECIAL SPREAD FOOTING FOR ORNAMENTAL POLES

GROUND ROD:
G1. MINIMUM 3" EXPOSURE AT TOP OF FOUNDATION, WITHIN BOLT CIRCLE. GROUND ROD TO BE INSTALLED AVOIDING UNDERGROUND OBSTRUCTIONS.
G2. GROUND ROD SHALL BE MINIMUM 0.625" DIA. X 8' LONG, COPPERCLAD.

CONDUIT:
C1. CONDUIT SHALL BE RGS IN CONCRETE WITH 6" MINIMUM STUB-OUT
C2. SERVICE AND FEED CONDUITS SHALL BE RGS OR PVC, AS REQUIRED.
C3. STUB UP TO WITHIN 4" FROM HAND HOLE.